
This versatile Sterile Dryer eliminates 

recontamination of parts and tubes   

during the drying process while they 

are warm and wet. A HEPA (High     

Efficiency Particulate Air filter) is 

used to eliminate bacteria and     

particles from the air that is being 

used during the drying process. 

When this unit is used in conjunction 

with Scientek’s Inhalation Tube  

Header it is possible to transfer the 

already mounted tubes directly to the 

Sterile Dryer. This results in more   

efficient  handling since the     

inhalation tubes do not have to be  

individually remounted. The Tube 

Mounting Rack from the header can 

be slid into place in the Sterile Dryer 

without adjustment. 

SSD-4826 Sterile Dryer 



Scientek SSD Series Sterile-Driers can dry more parts faster and they can 

handle large loads with almost any combination of tubes & parts. 

Sterile-Driers offer faster drying in bio-clean air, as recommended by infection 

control authorities. For safety & efficiency, they are the preferred driers     

following high-level cleaning in a washer/decontaminator or other cleaning 

method. The use of HEPA-filtered air eliminates the threat of airborne     

pathogens re-contaminating wet, warm parts while they are being dried. 

 Speeds drying

 Protects the load while drying

 Provides short-term storage

 HEPA Filtered Air

 Large Capacity

 Adjustable Shelving Provides for Flexible Loading

Filtration: 

The air circulation system consists of a pre-filter and a HEPA filter 
that prevent airborne bacteria from contaminating parts and tubes 
during the drying process. The HEPA filter is 99.97% efficient in        
removing all particles larger than 0.3 of a micron. 

The heating system controls are mounted on the front of the unit in a 
recessed compartment to prevent accidental contact. The drying  
temperature is fully adjustable to meet the different drying        
requirements for various types of loads. The recirculating air system 
design provides extra efficiency by reusing warm air. 



Your Scientek Sterile Dryer has been designed as either a single side 
freestanding cabinet or a pass through cabinet. 

The dryer is equipped with a digital temperature controller which provides     
accurate and consistent temperature within the drying chamber. The controller 
is preset in the factory for normal operation. 

The safety devices include built-in thermal protection switch fuses and over-
load protection for the blower motor. 

Normal Operation 

1. Turn the OFF/ON switch to the ON
position. Power indicator lamp will
illuminate.

2. Preset the temperature and the
time according to the wares to be
processed.

3. Press the Start push button to
start the dryer operation.

4. The unit will turn off automatically
after the preset drying time is
reached.

Please contact Scientek if custom 
sizes or configurations are required 
to meet the needs of your     
department. 



Single Side Free Standing Cabinets 



Pass Through Cabinets 



Single Side Double Wide Free Standing Cabinets 



Double Wide Pass Through Cabinets 



Construction: 

 Heavy Gage Polished Stainless Steel 

 Single Side Freestanding Cabinet or Pass Through Cabinet 

 Single Width 28” Wide or Double Width 48” Wide Models 

 Custom sizes available on request 

Electrical Requirement: 

 120 Volt, Single Phase, 1.6 Kw, 15.6 Amp Draw or 208/230 Volt, 3 

Phase, 3 wire, 4 Kw, 12.7 Amp Draw 

Features: 

 Thermal cutoff 

 Automatic timer 

 See through doors 

 Adjustable shelves 

Optional Equipment: 

 Additional Tube Mounting Racks 

 Additional shelving 

 External vent attachment 


